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Conventional 10 and 12

hole nests are also available.

They are easy to assemble,
have snug-fitting removable
bottoms, and have hinged
perches for nest closeout.

Dual roller return idler
assembly at end of nest
row provides adjustable belt
tracking and brushes for
belt cleaning. (Center belt
idler assembly shown above;

Side belt idler assembly

shown below.)

AN = =
Peaple. Produts. Solutions.

Automated Nest and

Egg Collection Systems

The VAL-CO systems handle breeder eggs
gently and cleanly — and make gathering a fast
and easy job! Choose either 8” center or 4” side
belt models with plenty of capacity between
gatherings. Ergonomically designed egg
collection tables have large gathering area with
easy to reach controls for variable belt speed.

Egg collection tables are heavy steel construction — galvanized and powder
painted. All models have pinch roll drive with cast iron bearings and are designed
for easy maintenance and adjustable height. Self-adjusting counterweight belt ten-
sioners and adjustable belt tracking extends egg belt life. Large utility shelf with
light fixture comes standard. Large removable debris trays provide easy cleaning.

Center belt automated nest —

a proven design with coated bottom and gradual
slope for gentle egg rollout to prevent cracks and
checks. Hinged perches provide easy closeout.
The steep roof and unique anti-roost guard
prevent roosting and debris build-up. Large
ventilation holes allow fresh airflow.

Side belt automated nest —
has hinged closeout lids to restrict access and unique anti-roost guard with
folded edges. Steep roof
design reduces dirt and
debris build-up.
Ventilated
partitions
allow fresh air-
flow. Molded
plastic bottoms
are contoured
to fit the natural shape of
the hen and are available with
turf or finger pads.

Male excursion grill is
available in your choice of
styles — Standard, Hi-Pro
and Hi-V.

One-line suspended
drive hopper is
all-welded steel con-
struction with pow-
der painted finish

as are all VAL-CO

drive hoppers.

Two-line suspended
drive hopper is used
in breeder houses as
an alternative
configuration to

the combination
auxiliary/one-line

Galvanized steel
extension hopper
provides additional
capacity for drive and
auxiliary fill hoppers.

drive hopper.

Floor stands offer wide
footing to keep the
trough and corners secure
and properly aligned.
Height is fully adjustable.

(WARNING: Corner cover is
remowved to show internal parts.
The corner cover MUST be
secured in place before system
is operated.)

eding System

VAL-CO offers you a choice of
suspended or floor model components —
and a choice of equipment for weighing feed
inside or outside the house. VAL-CO flat
chain drive hoppers are powder painted all-
welded steel construction with high quality gear
reducers. Adjustable feed gate and remix wheel keeps
the right amount of fresh feed in the trough at all times.

Suspended corner

assembly and trough corners.
VAL-CO corners have fluted
wheel with oil impregnated
brass bushing for long life.

Auxiliary fill hopper
can be teamed with
the one-line drive
hopper of an efficient
feed circuit (see
illustration on back).

Two-line floor
drive hopper with
adjustable legs. All
VAL-CQO drive
hoppers use quality
gear reducers and
heavy duty sprockets.

Scale mounted two-
line floor drive hopper
accurately weighs

feed in floor mounted
installations.

VAL-CO weigh bin and 5000 Ib.

mechanical scale can be seen on

the back page.

2700 & 4000 Ib. platform
scales provide automated weigh-
ing of feed inside the house.
2700 1b. platform scale shown
here with 1400 Ib. weigh hopper,
400 lb. hopper extension and
two-line suspended drive hopper.



