
AGRI-ALERT 9600
TP-800

M 890-00286   rev. 05 REV. 00

TECHNICAL NOTE
WARNING:  If the controller does not operate properly,
disconnect the unit for 10 seconds then reconnect it.
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MOUNTING THE UNIT

Open the TP-800 by pulling on the latch below the enclosure.  Mount the enclosure on
the wall using 3/16” diameter screws.

Mounting Holes:

CONNECTIONS

Strip the wires as little as possible (about 1/4”) to avoid electrical shorts when con-
necting the equipment to the terminals provided.  Once the wires are connected, run
them through the electrical knockouts provided on the bottom of the enclosure and
use a cable holder.  Additional holes made in the enclosure will void the warranty.

Sensors — The terminals used for sensor inputs
are numbered Z1, Z2, Z3, etc.  Connect each
sensor to a Z terminal and to a COM terminal.
Each COM terminal is used by two zones:  for
example, Z1 and Z2 use the same COM.

COM COM Z8Z3 Z7Z4Z1 Z2 COM Z5 Z6 COM

ZONE INPUTS

To configure a zone:  Place the corresponding jumper in the correct position for the
sensor being used.  There are three jumper positions for each zone.  The first position,
called DRY/TEMP, is for dry contact (normally closed with or without EOLR/ DEOLR;
normally open with or without EOLR/ DEOLR) and temperature inputs. The second
position is for 4-20mA inputs and the third is for 0-5V and AC current sensor inputs.
Only one jumper is used to configure each zone. Initially, all zones are configured for
DRY/TEMP.  The zone numbers are printed on the main board.  Use caution when
prying the jumpers loose.

Make sure each sensor is connected to the proper COM terminal.  False
alarms can result if wires are not properly connected.
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Zone Jumpers: In the following example, the jumper for zone 6 is configured as a 4-
20mA input.

Examples of Zone Connections Without EOLR

GND Z8Z7

NORMALLY CLOSED CIRCUIT

GND Z8Z7

NORMALLY OPEN CIRCUIT
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Examples of Zone Connections with EOLR

1.5 kΩ
1/2 W

GND Z8Z7

N.C. CIRCUIT WITH EOLR

GND Z8Z7

1.5 kΩ
1/2 W

N.O. CIRCUIT WITH EOLR

Examples of Zone Connections with DEOLR

COM Z8Z7

1.5 kΩ
1/2 W

N.C. CIRCUIT WITH DEOLR

1.5 kΩ
1/2 W

1.5 kΩ
1/2 W

COM Z8Z7

1.5 kΩ
1/2 W

N.O. CIRCUIT WITH DEOLR

1.5 kΩ
1/2 W

1.5 kΩ
1/2 W

1.5 kΩ
1/2 W
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Programmable Outputs — The TP-800 has one programmable output that can be
activated from the front panel or on an alarm condition.  The following diagram shows
three examples of load hookups.

Connecting the Earth Ground – The earth ground terminal provides a ground for the
TP-800.  Use a rod at least 5/8” (1.6cm) in diameter and at least 10’ (3m) long.  The
rod must have a clean metal surface free of paint, enamel
or other non-conducting substances.  Drive the rod at least
10’ (3m) into the ground.  If the bedrock is more than 47”
(1.2m) deep, drive the rod into the ground to bedrock level
and bury any remainder horizontally at least 2’ (600mm)
below ground level.  If the bedrock is less than 47” (1.2m)
deep, bury the rod horizontally at least 2’ (600 mm) below
ground level.

This rod must be connected to a 12 AWG gauge, insulated
or bare, copper conductor.

EARTH
GROUND

3M METAL ROD

GND+SBV PGM

AUX PWR

Note that when you add an EOLR to a circuit, the resistor must be connected to the
sensor that is furthest from the Agri-Alert system.

When using a double end of line resistor, a maximum of three zones can
be connected on the same circuit.

GND

PGM

LOAD 2

LOAD 3

LOAD 1

+SBV
TP-800

+

+

+

+

-

-

-

-

+12V

OUTPUT:  +SBV - GND:  8-28VDC, 50mA max., 1400mW max.
              PGM - GND:  28VDC max, 50mA max., 1400mW max.
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Serial Bus Interface (SBI):  The serial bus interface is used to connect the different
Agri-Alert devices together.  Four wires are needed for this purpose.  Use a shielded
twisted pair cable (see the appendix for maximum length and wire gauge recommen-
dations).  Each device includes four terminals marked SERIAL BUS and numbered from
1 to 4.  Connect all the number 1 terminals together, all the number
2 terminals together, etc.  Each device includes an end of line jumper
to identify the end of the communication line.  When a device is
located at the end of the communication loop, the end of line jumper
must be at the YES position.  For the other devices, place the jumper
at the NO position.

2 41 3

SERIAL BUS

AN IMPROPER EARTH GROUND CONNECTION IMMEDIATELY
VOIDS THE SYSTEM WARRANTY WITHOUT FURTHER NOTICE.

!
WARNING

It is extremely important that the earth ground terminal be connected to
a proper ground to protect the electronic components from damage due
to lightning surges and electrostatic discharges.  Do not use the electrical
ground for this purpose.

IF OUTDOOR CONNECTIONS ARE USED, MOUNT THE ENCLOSURE
AS CLOSE AS POSSIBLE TO THE ENTRY POINT OF THE OUTDOOR
WIRING.

!
CAUTION
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ZONE JUMPERSEND OF LINE JUMPER

CONNECTIONS

The figure below shows an example of how the end of line jumpers are configured for
an Agri-Alert network installation.

The following diagram shows the location of the end of line jumper and the communi-
cation terminals on the TP-800.

TP 800
End of line = YES

KPB 400
End of line = NO

AA9600
End of line = NO

KP 400
End of line = YES
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Assigning an ID Number to the TP-800 —When the connections have been made,
close the enclosure and apply power to the unit.  The display should show “ID 55”
which is the default device id number.  Press the Set button twice to change the
device id number.  The number “2” should flash on the display.  Press the button as
many times as required to set the id number.  To record the id number in memory,
press and hold the button for 5seconds.  The id number should stop flashing.

Display Codes

edoC gninaeM

##zL .mralanasah##enozlacoL

##zG .mralanasah##enozmetsyS

rE .rotubirtsidruoytcatnoC-rorrE
enozs'008PTanoelbuortA
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COMMUNICATION CABLE GAUGE AND MAXIMUM LENGTH RECOM-
MENDATIONS

On the following pages, maximum distances are given for connecting TP-800 and
KPB-400 devices to the AA-9600.  Note that each device has an auxiliary load.  For
example, if you connect 2 TP-800 devices and 2 KPB-400 devices to the Agri-Alert,
the maximum length for a 22 AWG wire is 1468 feet where each TP-800 and KPB-
400 has an auxiliary load of 20mA.

The maximum resistance in Ohms is given by the formula:  Rmax = 196 / Pload where
Pload is the load power rating in Watts.

The following chart gives the Ohms ratings for different wire gauges:

22 AWG 32.4 Ω/1000ft

20 AWG 20.2 Ω/1000ft

18 AWG 12.78 Ω/1000ft

16 AWG 8.04 Ω/1000ft
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TEEFNI0069-AAMORFECNATSIDMUMIXAM-EGUAGGWA22

s'008-PTFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

008-PT1 00001 2549 6577 5756 7075 1405

008-PT2 9406 6274 8783 8823 3582 1252

008-PT3 3304 1513 5852 2912 2091 0861

008-PT4 5203 3632 9391 4461 7241 0621

008-PT5 0242 0981 1551 5131 1411 8001

008-PT6 6102 5751 3921 6901 159 048

008-PT7 8271 0531 8011 939 518 027

008-PT8 2151 2811 969 228 317 036

008-PT9 4431 0501 268 137 436 065

008-PT01 0121 549 677 856 175 405

s'004-BPKFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1 9406 6035 6274 0624 8783 8553

004-BPK2 5203 3562 3632 0312 9391 9771

004-BPK3 6102 9671 5751 0241 3921 6811

004-BPK4 2151 7231 2811 5601 969 098

004-BPK5 0121 1601 549 258 677 217

004-BPK6 8001 488 887 017 646 395

004-BPK7 468 857 576 906 455 805

004-BPK8 657 366 195 335 584 544

004-BPK9 276 095 525 374 134 593

004-BPK01 506 135 374 624 883 653

s'004-BPKFO#
s'008-PTDNA

Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1/008-PT1 3304 9933 7392 5852 9032 6802

004-BPK2/008-PT2 6102 9961 8641 3921 4511 3401

004-BPK3/008-PT3 4431 3311 979 268 077 596

004-BPK4/008-PT4 8001 058 437 646 775 125

004-BPK5/008-PT5 708 086 785 715 264 714

004-BPK6/008-PT6 276 665 984 134 583 843

004-BPK7/008-PT7 675 684 024 963 033 892

004-BPK8/008-PT8 405 524 763 323 982 162

004-BPK9/008-PT9 844 873 623 782 752 232

004-BPK01/008-PT01 304 043 492 952 132 902
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TEEFNI0069-AAMORFECNATSIDMUMIXAM-EGUAGGWA02

008-PTFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

008-PT1 00001 00001 00001 00001 4519 6808

008-PT2 3079 0857 0226 3725 7754 3404

008-PT3 9646 4505 7414 6153 1503 5962

008-PT4 1584 0973 0113 7362 8822 1202

008-PT5 1883 2303 8842 9012 1381 7161

008-PT6 4323 7252 3702 8571 6251 8431

008-PT7 2772 6612 7771 7051 8031 5511

008-PT8 6242 5981 5551 8131 4411 1101

008-PT9 6512 5861 2831 2711 7101 898

008-PT01 1491 6151 4421 5501 519 908

004-BPKFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1 3079 1158 0857 3386 0226 8075

004-BPK2 1584 6524 0973 7143 0113 4582

004-BPK3 4323 7382 7252 8722 3702 3091

004-BPK4 6242 8212 5981 8071 5551 7241

004-BPK5 1491 2071 6151 7631 4421 2411

004-BPK6 7161 9141 3621 9311 7301 159

004-BPK7 6831 6121 3801 679 988 518

004-BPK8 3121 4601 849 458 777 317

004-BPK9 8701 649 248 957 196 436

004-BPK01 079 158 857 386 226 175

004-BPKFO#
008-PTDNA

Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1/008-PT1 9646 1545 0174 7414 3073 6433

004-BPK2/008-PT2 4323 6272 5532 3702 2581 3761

004-BPK3/008-PT3 6512 7181 0751 2831 4321 5111

004-BPK4/008-PT4 7161 3631 8711 7301 629 638

004-BPK5/008-PT5 4921 0901 249 928 147 966

004-BPK6/008-PT6 8701 909 587 196 716 855

004-BPK7/008-PT7 429 977 376 295 925 874

004-BPK8/008-PT8 908 186 985 815 364 814

004-BPK9/008-PT9 917 606 325 164 114 273

004-BPK01/008-PT01 746 545 174 514 073 533
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TEEFNI0069-AAMORFECNATSIDMUMIXAM-EGUAGGWA81

s'008-PTFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

008-PT1 00001 00001 00001 00001 00001 00001

008-PT2 00001 00001 1389 5338 4327 0936

008-PT3 42201 8897 4556 7555 3284 0624

008-PT4 8667 1995 6194 8614 7163 5913

008-PT5 5316 3974 2393 4333 4982 6552

008-PT6 2115 4993 7723 8772 1142 0312

008-PT7 2834 3243 9082 1832 7602 6281

008-PT8 4383 5992 8542 4802 9081 8951

008-PT9 8043 3662 5812 2581 8061 0241

008-PT01 7603 6932 6691 7661 7441 8721

s'004-BPKFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1 00001 00001 00001 00001 1389 1209

004-BPK2 8667 7276 1995 0045 6194 1154

004-BPK3 2115 4844 4993 0063 7723 7003

004-BPK4 4383 3633 5992 0072 8542 5522

004-BPK5 7603 1962 6932 0612 6691 4081

004-BPK6 6552 2422 7991 0081 9361 4051

004-BPK7 1912 2291 2171 3451 4041 9821

004-BPK8 7191 2861 8941 0531 9221 8211

004-BPK9 4071 5941 1331 0021 2901 2001

004-BPK01 4351 5431 8911 0801 389 209

s'004-BPKFO#
s'008-PTDNA

Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1/008-PT1 00001 6168 5447 4556 4585 8825

004-BPK2/008-PT2 2115 8034 2273 7723 7292 4462

004-BPK3/008-PT3 8043 2782 2842 5812 1591 3671

004-BPK4/008-PT4 6552 4512 1681 9361 3641 2231

004-BPK5/008-PT5 5402 3271 9841 1131 1711 8501

004-BPK6/008-PT6 4071 6341 1421 2901 679 188

004-BPK7/008-PT7 1641 1321 4601 639 638 557

004-BPK8/008-PT8 8721 7701 139 918 237 166

004-BPK9/008-PT9 6311 759 728 827 056 885

004-BPK01/008-PT01 2201 268 447 556 585 925
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TEEFNI0069-AAMORFECNATSIDMUMIXAM-EGUAGGWA61

s'008-PTFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

008-PT1 00001 00001 00001 00001 00001 00001

008-PT2 00001 00001 00001 00001 00001 00001

008-PT3 00001 00001 00001 3388 6667 2776

008-PT4 98121 3259 3187 4266 0575 9705

008-PT5 1579 8167 1526 0035 0064 3604

008-PT6 6218 8436 9025 6144 3383 6833

008-PT7 5696 2445 5644 5873 5823 2092

008-PT8 5906 1674 7093 2133 5782 9352

008-PT9 7145 2324 3743 4492 5552 7522

008-PT01 6784 9083 5213 0562 0032 2302

s'004-BPKFO# Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1 00001 00001 00001 00001 00001 00001

004-BPK2 00001 00001 3259 4858 3187 0717

004-BPK3 6218 8217 8436 3275 9025 0874

004-BPK4 5906 6435 1674 2924 7093 5853

004-BPK5 6784 7724 9083 4343 5213 8682

004-BPK6 3604 4653 4713 1682 4062 0932

004-BPK7 3843 5503 1272 3542 2322 9402

004-BPK8 7403 3762 1832 6412 3591 3971

004-BPK9 9072 6732 6112 8091 6371 3951

004-BPK01 8342 8312 5091 7171 3651 4341

s'004-BPKFO#
s'008-PTDNA

Am0-XUA Am01-XUA Am02-XUA Am03-XUA Am04-XUA Am05-XUA

004-BPK1/008-PT1 00001 00001 00001 00001 5039 6048

004-BPK2/008-PT2 6218 8486 7195 9025 2564 3024

004-BPK3/008-PT3 7145 5654 5493 3743 2013 2082

004-BPK4/008-PT4 3604 4243 9592 4062 6232 2012

004-BPK5/008-PT5 0523 9372 7632 4802 1681 1861

004-BPK6/008-PT6 9072 3822 2791 6371 1551 1041

004-BPK7/008-PT7 2232 7591 1961 8841 9231 1021

004-BPK8/008-PT8 2302 2171 9741 2031 3611 1501

004-BPK9/008-PT9 6081 2251 5131 8511 4301 439

004-BPK01/008-PT01 5261 0731 3811 2401 039 148


