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1   Inside Temperature 
2   Outside Temperature 
3   Screen Temperature 
4   Relative Humidity
5   Clock
6   Temperature Wanted
7   Initial Settings
8   Heating On
9   Natural Vent. Settings
10 Baffle Maximun Open
11 Humidity Set Point
12 Temperature Settings 
13 Irrigation #1 Settings
14 Irrigation #2 Settings
15 Actual Baffle Position 
16 Alarm Settings
17 Fan #1 Settings
18 Fan #1 Settings
19 Manual Operation 
20 Sup. Code 

1   Heating #1

2   Heating #2

3   Irrigation #1

5   Baffle Open

6   Baffle Close

7   Fan #1 

8   Fan #2 

4   Irrigation #2

9   Humidification On

10  Screen Communication

Varifan IC - 45NDIC - 45ND

SPECIFICATIONS:
• Power Consumption: 10 watts max.
• Power Source: 115/230v AC (-20%/+10%),50/60Hz
• Outputs (relays): 115/230v AC, 10 Amps at 250v AC (res.)
• 1HP @ 240v AC (ind.)

• Customizable logic to adapt to your needs
• User-friendly interface
• Reliability
• Excellent quality, price and value

• Flexibility allows for use with all types of ventilation systems and/or other applications
• Fully adjustable ramping curve
• Security code to lock or hide specific parameters
• Able to network with computers and other IC controllers

INTELLIGENT CONTROL (4 INPUTS/5 OUTPUTS)

4 MULTI-FUNCTION INPUTS
(T°, RH%, INCH WC, ETC.)
(2 OPTIONAL 4 TO 20mA)

TIME DELAY
ALARM RELAY

EASY TO USE
PUSH BUTTONS

5 DIGIT
LED DISPLAY 

LIST OF 
PARAMETERS

ALARM
INDICATOR LED

ACTIVE OUTPUT
 INDICATOR LEDS

ACTIVE PARAMETER
 INDICATOR LEDS

LIST OF
OUTPUTS

PC COMMUNICATION PORT
(WITH OPTIONAL INTERFACE USE FOR
REMOTE MONITORING/CONTROLLING 

AND DATA LOGGING)

1 MODULE PORT
(WITH OPTIONAL 

VARIABLE SPEED, CURTAIN
OR ON/OFF MODULES)

4 MULTI-FUNCTION RELAYS
(COOLING, HEATING, ETC.)

®

PROGRAMMING FEATURES:

ADVANTAGES:
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