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DO NOT DRILL THE SIDES
OF THE UNIT CONTROL.
USE AVAILABLE KNOCK
OUTS AT THE BOTTOM OF
THE UNIT.

ELECTRICAL DISTRIBUTION PANEL

SO

THE CAPACITY OF THE INTER-
NAL RELAYS IS 6 AMPS, "MOTOR

4

LOAD", WE RECOMMEND

INSTALLING EXTERNAL RELAYS
ON "ON/OFF" STAGES HOO- ON-OFF
KED TO MOTORS.

FROMCONTROL FAN STAGE 4 1AX. OUTPUT 10 AMP
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FAN STAGE 5 MAX. QUTPUT 10 AMP

NOTES

____G_ ) CONTROL POWER SUPPLY
L1 230 VAC (115 VAC)

STAGE 1
POWER SUPPLY

230VAC (115 VAC)

STAGE 2
POWER SUPPLY

2N J 230vac(115VAQ)

STAGE 3
POWER SUPPLY

L2y 230VAC (115 VAC)

FAN STAGE 3 MAX. OUTPUT 10 AP

2N

POWER SUPPLY

w\”— ﬁ} STAGE 4

230VAC (115 VAC)

THERMOSTAT

BACKUP (NOT INCLUDED)

M_, - STAGE 5
POWER SUPPLY

230VAC (115 VAC)

HIGHLOW TEMPERATURES.

. INSTALLATION OF A GOOD QUALITY
ALARM SYSTEM I8 STRONGLY ADVISED
TO WARN OF POWER FAILURES AND

i STAGE 6
‘ POWER SUPPLY

230VAC (115 VAC)

q
, PROVIDE SURGE PROTECT
INgL\l,IJDE %gEcngN gao?\'ﬁ\l Lg?n. FANHEATER STAGE 6 MAX, OUTPUT 10 AVIP

TNING) FROM POWER SUPPLY TO

CONTROL AND FROM CONTROL TO

i —t STAGE 7
)_ = } POWER SUPPLY

N L2(N) 230VAC (115 VAQ)

OUTPUT EXTENDED PROBE. CONSULT
A CERTIFIED ELECTRICIAN FOR SPE-
CIFC RECOMMENDATIONS. 0
. SAME PHASES MUST BE USED TO POWER
VARIABLE FANS AND CONTROLS ON 3

PHASES POWER. FAN/HEATER STAGE 7 MAY, OUTPUT 10 AP
. WE RECOMMEND SEPARATE CIRCUIT WIRING DIAGRAM

BREAKERS FOR EACH OUTPUT STAGE. CVS-16H | REV.02
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FAN STAGE 1 MAX. OUTPUT 10 AMP




