
• Superior Voice Quality
• 1X RTT Packet Data*
• Circuit-Switched Data via

RJ-11*
• Group 3 Analog Fax via RJ-11*
• GPS/E-911 Position Location
• TTY/TDD
Also Featuring

Easy set up
7 LEDs for signal strength,
power, message alert and
call status
Connects multiple devices
Access the Internet and E-mail
Optional PBX rack
configuration 

Ideal Applications
– Rapid deployment of wireless

services
– Mobile use not adequately

served by handsets
– Business and Residential
– Remote site communications

Wireless CONNECTIVITY for
standard telephone, fax, and
computer equipment

Phonecell® SX5T 
SX5T-535C Fixed Cellular Terminal 

for Verizon CDMA2000® 1X RTT



Fixed Cellular Terminal
Features

• 1X RTT packet data* (requires Telular custom serial data
cable)

• Circuit switched digital computer fax and data via RJ-11 phone
cable (V.8, V.22, V.22bis, V.32, V.32 TCM, V.32bis TCM)*

• Group 3 analog fax (V.17, V.21, V.27ter, V.29)*
• Compatible with popular supplementary services including

caller ID, call waiting, 3-way calling, and call forwarding *
• Automatic end-of-dialing (no SEND key)
• Supports up to five phones (5 REN)
• Easy set-up using DTMF telephone or PC
• Simple desktop or wall-mount installation
• 8k EVRC and 13k QCELP vocoder support
• Hotline

Connectivity Options

Specifications
Air Interface Standard

• TIA/EIA/IS-2000A
Transmit Power

• 200 mW (23dBm) 
Frequency Ranges

Transmit Receive
• CDMA 800 824-849 MHz 869-894 MHz
• PCS (CDMA) 1900 1850-1910 MHz 1930-1990 MHz

Dimensions and Weight
• Metric (cm) 18.2 W x  5.1 H  x  21.1 L
• U.S. (inches) 7.1 W x  2.0 H  x  8.3 L
• 0.57 kg. (1.3 lb.)

Environment
• Operating temperature range: -10°C to + 50°C
• Storage temperature range: -40°C to + 60°C
• Humidity: 5% to 95% (non-condensing)

Intelligent RJ-11 Interface
• Ringer equivalence number (REN) 5.0
• Dynamic echo cancellation
• PSTN Emulation

LED Indicators
• Power/Battery status
• Signal status
• Message status
• ON/OFF hook status

Connectors
• Two RJ-11 interface jacks for telephone, Group 3 analog fax,

or analog data
• Data port for 1X RTT packet data or circuit-switched digital 

PC fax/data (optional serial data cable required)
• TNC antenna connector (50 ohms)
• SMA connector for GPS antenna
• DC power input jack

Antenna
• 2 dBi dipole antenna included
• Optional higher gain antennas

AC-to-DC Switching Power Supply (Included)
• Voltage: 110 - 230 VAC
• Frequency: 50/60 Hz

Emergency Battery Backup (Optional)
• 4 AA batteries provide up to 1 hour talk time and up to 3.5

hours of standby (Batteries Not Included)
External Battery Backup (Optional)

• Provides up to 3.5 hours talk time and up to 15 hours
standby time

Approvals
• FCC ID: MTFCDMAFWT2004
• Verizon Wireless approved

Phonecell® SX5T-535C

Copyright ©2006 Telular Corporation, all rights reserved. SX5T CDMA2000 1X RTT 01/31/05 • Specifications subject to change without notice. Drawings may vary from actual equipment supplied.

Telular Corporation
420 Thornton Road Suite 109

Lithia Springs, Georgia  30122  USA
Toll Free Phone: 800-229-2326 

Phone: 678-945-7770 • Fax: 678-945-7758 • http://www.telular.com

* Subject to network availability.

Computer
(Internet, E-Mail, 
Fax, Data)

Serial / RJ-11 Data

AC Power

Power
Supply

External Battery
Backup Unit
w/Power Supply
(optional)

Phone (Voice)

Optional fax connection

GPS antenna



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [396.000 612.000]
>> setpagedevice


