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VENTRA 1200ZPVS QUICK GUIDE 
 
 

Manipulating the ROOM TEMP SETPOINT. 
Press CANCEL 3 times. 
Press the CONTROL SETTINGS button.  (should see“TEMP SETPOINT”) 
Press ENTER. 
Adjust using the ( + ) or ( - )  buttons. 
Press ENTER to confirm. 
Press CANCEL 3 times to get back to the home screen. 
 

Adjusting the VARIABLE SPEED FAN. 
Press CANCEL 3 times. 
Press the Variable Speed Pit Fan #1 button. 
Press the DOWN arrow to FAN ON POWER SETTING: 
Press ENTER. (it will ask to TEST) 
Press ENTER. 
Adjust using the (+) or ( -)  buttons to your desired speed. 
Press ENTER to confirm. 
Press CANCEL 3 times to get back to the home screen. 
 

Adjusting the CEILING INLETS. 
Press CANCEL 3 times. 
Press either Ceiling Inlet button. 
Press the DOWN arrow to COOL FANS ON:       OPEN: 
Press the (+) button to select the correct fan stage. 
Press ENTER until the cursor is under the OPEN setting. 
Adjust using the (+) or ( -)  buttons. 
Press ENTER to confirm. 
Press CANCEL 3 times to get back to the home screen. 
 

Check / Acknowledge Alarms. 
Press CANCEL 3 times. 
Press the LEFT arrow 1 time.  
Press the (+) button to find Active Alarms. (20 alarms max) 
Press ENTER to acknowledge Active Alarms. ( the top line will change to ALARM HISTORY) 
Press CANCEL 3 times to get back to the home screen. 
 

ONLY IF USING AUTO TEMP AGE RAMPING!!! 
 

Starting Controller with New Pigs. 
Press CANCEL 3 times. 
Press the ANIMAL INFO button. 
Press the DOWN arrow to TODAYS AGE:     WEIGHT: 
Press ENTER until the cursor is at TODAY’S AGE. 
Adjust using the  (+)  or ( -)  buttons. 
Press ENTER to move to WEIGHT: 
Adjust using the  (+)  or ( -)  buttons. 
Press ENTER to confirm. 
Press CANCEL 3 times to get back to the home screen. 


