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Water Monitoring controller

— C-WMA —

METER | GALLONS

METER 2 D QIta| DISQ|a}{ LITRES DISQla}{ Unlts

METER3 X 1000

METER 4 DAYS

TOTAL ALARM
TOTAL PREVIOUS HERD CLEAN MODE
LAST 24H

PREVIOUS 24 H

TOTAL-GROUP Push_button METER |
TOTAL PREVIOUS HERD-GROUP METER 2

LAST 24H-GROUP — METER 3
PREVIOUS 24H-GROUP [ J METER 4
CLEAN MODE —
START NEW HERD

NORMAL CONSUMPTION / CURVE SET

UPPERLIMIT (%) I HEAD
LOWER LIMIT (%) 10 HEAD

MAX. WATER CONSUMPTION DIFFERENCE LAST 2 DAYS (%) Adjustment Knob 100 HEAD
WATER SPILL 1000 HEAD

ALARM RELAY
ALARM READOUT
Function
INITIAL HERD SIZE - GROUP
TOTAL DEATHS SeIeCtor
HERD AGE - +

METER CALIBRATION
FUNCTIONS SETTINGS

CONSUMPTION
SN1VLS

ALARMS

frceo

——— WATERMONITORING SYSTEM ——=

\

Features

Able to monitor four different water meters
Calculates the water consumption of your animals
Keeps track of the age and mortality of your herd
Alarm contact that can indicate:
Upper limit
lower limit
Maximum water consumption
Water spill
Works for US and Metric system
In a future release of Norwin, it will allow you to record data of
consumption on a computer
Overload and overvoltage protection
Can be powered with 115/230 Vac (50 & 60Hz) or 12Vdc




